
FITTING INSTRUCTIONS
LINK VENT CANOPY TO CANOPY – 4000 EA
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FITTING INSTRUCTIONS

CAUTION - Once fitted vents may be damaged in an attempt to remove them.

Continue…  
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PACKAGE CONTENT
All items are pre-assembled
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Rout

AFI-010 REV-01 SEP 2024

Rout X2 13mm height slots by 167mm wide with a 14mm stand.  Recommended routing details as shown below

2 Ensure the rout is clear and free of any debris. To install using screw holes, gently insert a small screwdriver into the back of 
the screw hole and carefully push out the screw cap covers. We recommend screws are used to stop any lateral movement 
on both sides of the vent this can be affixed through any of the 3 screw ports, careful not to over tighten the screws.
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5 Replace the cap covers gently making sure they are 
oriented correctly with the canopy profile
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AFI-010 REV-01 SEP 2024

Outside canopy must be oriented as shown in the diagram below with the  canopy fly screen facing downwards to prevent any 
rainwater from entering. We recommend the inside canopy to be installed in an inverted position to allow for recommend 
draft direction. 

Once the orientation is confirmed, align the canopy correctly with the rout and press the clips firmly into the rout holes until 
they snap securely into place. 

4

Internal External 

Crosse-section of the profile showing Recommended 
canopy position
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